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DESCH COMPLETE PRESS DRIVE KAE

with flywheel direct drive
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DESCH complete press drive

with flywheel direct drive

Application area

This flywheel direct drive represents an enhancement of the
tried-and-tested DESCH standard complete press drive.

A torque motor is integrated into the flywheel, which functions
virtually free from wear and provides the highest power density
even in the smallest space. This benefits the press manufacturer
by being able to dispense with the previous motor, the motor
mounting plate and the belt drive. This simplifies the design of
the press and saves assembly time.

The speed reduction of the flywheel - due to the energy extrac-
tion during the forming process - is accelerated by the highly-
dynamic torque motor back to the nominal speed required within
the shortest time. Loss of effectivity and running noises due to
the flat belt become obsolete.

By integrating the motor into the flywheel, the connection dimen-
sions of the DESCH standard series are retained.

KAE 850 /8/HKHB 800/Z

Benefits of the
complete press drive KAE

e Wear and maintenance-free drive
e Lower noise level

e No belt drive necessary => more economical machine
design

e No motor bracket and belt transmission necessary
e Compact, simple construction

e  Small protective cover

e FEM-supported component optimisation

e Over 60 years of experience in constructing planetary
gears, clutches and brakes.
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A torque motor is integrated into the flywheel. No motor bracket
and belt drive is necessary.
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An oil circulation lubrication system must be provided for the gearbox. CLP gear oil (DIN 51517 T.3) according to ISO -VG 100 (DIN 51519 T.2)

is to be used. Oil quantity in accordance to the calculation of DESCH. Further sizes and torque grades projected!




CONTACT

DESCH

SMART DRIVE SOLUTIONS

DESCH Canada Ltd.

240 Shearson Crescent

Cambridge

Ontario

Canada N1T 1J6

T +1800 2631866
+1519 6214560

F +1519 6231169

desch.canada@desch.com
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DESCH USA LP
Manufacturing,
Assembly

4940 Merrifield Pkwy
Dallas, Texas

75236

T+1 330 937 9030

F +1330 937 9031

desch.dallas@desch.com

DESCH USA LP
Sales, Engineering,
Service Support

3700 Embassy Pkwy,
Suite 530 Akron Ohio
44333

T +1 330 937 9030

F +1 330 937 9031
sales.usa@desch.com
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